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The EZ Card™ 10/100 Fast-Ethernet PCI Card (SMC1255TX-1)
supports full-duplex communication, auto-negotiation,
Wake-on-LAN (WOL), flow control, and a 32-bit data transfer
mode. Developed using the 32-bit PCI bus-master architec-
ture, this SMC 10/100 Adapter reduces CPU utilization while
optimizing performance and throughput. The EZ Card™
10/100 Fast Ethernet PCI Card auto-configures itself on
power-up to provide an easy installation. For network man-
agement, this latest adapter features a "Remote LAN
Wakeup" option for remote management and an optional
Boot ROM socket to enable network booting from diskless

workstations. For connectivity, this SMC Adapter uses a sin-
gle RJ-45 connector for both data rates, making it a simple
and cost-effective solution for your network at both the
home and office. Simply connect SMC EZ Card™ 10/100 Fast
Ethernet PCI Card to a Fast Ethernet device and it will auto-
matically connect at 100Mbps for highest performance.
Combine all of these features and functionality with SMC's
award-winning technical support and service; you have the
perfect network adapter for any situation.

FEATURES

32-bit PCI bus-master architecture

Dual-speed 10/100 Mbps

Serial EEPROM and/ or Flash supportSerial EEPROM and/ or
Flash support

Support Wake-on-LAN and remote wake-up support

Supports 32-bit data transfer, bus-mastering reduces CPU 
utilization and improves throughput

Support for 10 Mbps and 100 Mbps data rates enable easy, 
cost-effective additional bandwidth

Optional bootrom support for enabling network booting from
diskless workstations

Allows remote powering up of computer for automated and
unattended management (Wfm - Wired for Management).
Includes AMD® Magic Packet, Re-LinkOK, and Microsoft®
Wake-up frame

BENEFITS

OVERVIEW



TECHNICAL SPECIFICATIONS    SMC1255TX-1

STANDARDS
• IEEE 802.3 10Base-T; 

UTP cable, 2 pairs, RJ-45 (EIA/TIA 
Categories 3, 4, 5)

• IEEE 802.3u 100Base-TX; 
UTP cable, 2 pairs, RJ-45 (EIA/TIA 
Category 5)

• IEEE 802.3x Flow Control
• IEEE 802.1Q

INTERFACE
• 1 RJ-45 Port for 10Base-T 

and 100Base-TX

PCs SUPPORTED
• PCI v2.2

POWER MANAGEMENT
• ACPI (Advanced Configuration and 

Power Interface)
• Wake-on-LAN remote power-on for 

resource management
• MagicPacket and link status 

change support 
• OnNow/PC98/PC99 Instant 

On Functionality

NETWORK MANAGEMENT
• DMI v2.0
• WfM v2.x
• SNMP

SYSTEM CLOCK
• 33MHz

DATA INTERFACE
• 32-bit Bus-Mastering PCI

I/O ADDERESS
• Automatically Allocated by BIOS

INTERRUPT LEVEL
• INT A, Mapping to BIOS IRQ SETUP

FULL DUPLEX
• 10Mbps & 100Mbps 

(20 Mbps & 100 Mbps)

MTBF
• 25o C / 77o F - 966,706 hours
• 50o C / 122o F - 697,163 hours

POWER CONSUMPTION
• 3.3 Volt Low power device

LED INDICATOR
• One (Link/Activity and Speed)

CERTIFICATIONS
• CE Mark
• FCC Class B

OPERATING SYSTEM
• Microsoft Windows 95
• Microsoft Windows 98
• Microsoft Windows 2000
• Microsoft Windows ME
• Microsoft Windows NT
• Microsoft Windows XP
• Microsoft Windows Vista (32 and 64-bit)
• Linux
• FreeBSD V4.x
• MAC-OS 8.x,9.x, 10.0.4, 10.2
• NetWare 3.1x, 4.01x
• UnixWare 7
• SCO UNIX 4.x, 5.X
• NDIS 2.0 for DOS
• NDIS 2.0 for OS2
• WFW31
• PCKTDRV

TEMPERATURE
• 0o to 55o C / 32o to 122o F 

(Standard Operating)

OPERATING HUMIDITY
•  10% to 90% (Non-condensing)

WARRANTY
• Limited Lifetime

DIMENSIONS (without bracket)
• 4.72 x 1.69 in
• 119.92 x 42.98 mm

WEIGHT
• 0.1 lbs
• 45g

North America
20 Mason
Irvine, CA 92618
1-800-SMC-4YOU
24/7 Technical Support

Europe/ Africa
Fructuos Gelabert 6-8
08970 Sant Joan Despí
Barcelona, Spain

Check www.smc.com for your local country con-
tact information 

©  2008 SMC Networks.  SMC and the SMC logo
are registered trademarks of SMC Networks in
the United States or other countries. Other
trademarks or registered trademarks are the
property of their respective owners. Information
is subject to change without notice. All rights
reserved.

8/2008 

www.smc.com

Contact



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /SyntheticBoldness 1.00
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /ENU (Use these settings to create PDF documents with higher image resolution for high quality pre-press printing. The PDF documents can be opened with Acrobat and Reader 5.0 and later. These settings require font embedding.)
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308030d730ea30d730ec30b9537052377528306e00200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /FRA <>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


