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CAT.6 Ultra Rugged Shielded Tactical 
Cable Reel P/N: 220509L-150

 

Full View
Lockable Push-Pull 
Connector

Dust cover protects female 
connector

Application

Behpex developes Tactical grade shielded 
CAT.6 Ultra Rugged Cable Reel which is 
specifically designed for digital Audio-over-
Ethernet networking and real-time 
processing solutions.

Assembled on a lightweight & rugged & 
durable reel, the cable end is terminated 
using a male Lockable connector carriers 
with a robust metal shell and push-pull 
locking system with male RJ45 plug, while 
the chassis side is fitted with a female 
Lockable chassis connector.

Ultra flexible rubber outer jacket materials let 
the drum cable withstands repeated 
deployment and retrieval in harsh 
environments while maximizing cable 
protection.

Used in Home Studios & Multi-room 
Studios for sharing resources, easy 
intercommunication

Dramatically simplifying routing 
requirements in complex events 
such as awards shows, music 
festivals, sporting events and 
houses of worship

Appropriate for Broadcast Vans by 
minimize setup time, reduce the 
number and size of cables required
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Shrink sleeves for customized 
label easily.   
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Specification CAT.6

Shielding U/FTP

Connection Type Lockable RJ45 

Connector A CAT.6 Lockable Push-pull Male Connector

Connector B CAT.6 Lockable Push-pull Female Connector

Conductor Material Stranded Bare Copper

Conductor Type 26AWG

Cable OD 6.5mm

Transmissibility 10Base-T, 100Base-TX, 1000Base-T & 10GBase-T gigabit

Cable Jacket Ultra-flexible Rubber Jacket

Cable Length 50m | 150ft

P/N: 2200509L-150

More Audio Network 
Cable Reels   

RJ45 male *2 Lockable Male *2 

SF/UTP CAT.5E

24AWG | OD:7.8mm

Bi-Jacketed

90m

UTP CAT.6

24AWG | OD:7.0mm

Bi-Jacketed

50m | 80m

S/FTP CAT.6A

24AWG | OD:8.7mm

Bi-Jacketed

70m

U/FTP CAT.6

26AWG | OD:6.5mm

Rubber Jacket

50m

Lockable Male +
Lockable Female 

Lockable Male +
Lockable Female 
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