
Pure Sine Wave

High frequency inverter 

Microprocessor controller 

LiŶe ŵode effiĐieŶĐǇ > ϵϴ%
Cold staƌt fuŶĐtioŶ
Compact size

DIN ƌail ŵouŶtiŶg, FƌoŶt aĐĐess
HoƌizoŶtal oƌ ǀeƌtiĐal iŶstallatioŶ
RSϰϴϱ ĐoŵŵuŶiĐatioŶ aǀailaďle
Suitaďle foƌ PLC, I/O ĐoŶtƌolleƌs, IPC aŶd ĐoŶtƌol paŶel

GENERAL FEATURES

DINRail SERIES

FSP DINRail UPS offeƌs a depeŶdaďle ,Đost effeĐtiǀe 
solutioŶ to iŶĐƌease eƋuipŵeŶt staďilitǇ aŶd sǇsteŵ 
ƌeliaďilitǇ foƌ ĐoŶtƌol paŶels oƌ diffeƌeŶt iŶdustƌial 
segŵeŶts. DINRail UPS seƌies ǁith Puƌe SiŶe Waǀe 
desigŶ pƌoteĐts ĐoŶŶeĐted deǀiĐes aŶd guaƌaŶtees to 
get thƌough utiliǇ gƌid issues, e.g.  UŶdeƌ/OǀeƌVoltage, 
Suƌge, stƌike, lightiŶg aŶd outage, these pƌoďleŵs ǁill 
Đause iŶdustƌial pƌoĐesses aŶd ŵaŶufaĐtuƌiŶg issue 
to iŵpaĐt pƌoduĐt ƋualitǇ, eǀeŶ safetǇ. Moƌeoǀeƌ, as 
UPS CoŵpaĐt size aŶd fƌoŶt aĐĐess ǁill alloǁ 
laǇout-teĐhŶiĐaŶ to haǀe ŵoƌe spaĐe to desigŶ the 
ĐoŶtƌol paŶel. 

Control Panel Solution

ϱϬϬVA/ϭϬϬϬVA
Applications:

Automation 
Control & 
Monitoring

Eqpt. of Mfg Material 
Packing Mgmt

Ind. IP-based 
Device 

DINRail UPS
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Best.nr. 
500VA: 137-0370
1000VA: 137-0373



FSP DINRail UPS iŵpleŵeŶts ĐoŵpaĐt desigŶ to ŵouŶt iŶ ĐoŶtƌol paŶel foƌ 
ŵoƌe spaĐe saǀiŶg.
The sileŶt seƌǀiĐe guaƌaŶtees poǁeƌ ƋualitǇ to pƌoteĐt, to eŶhaŶĐe Ǉouƌ 
sǇsteŵ fuŶĐtioŶalitǇ aŶd ƌeliaďilitǇ.
Not like tƌaditioŶal UPS, DINRail UPS ǁith fƌoŶt aĐĐess fuŶĐtioŶ solǀes 
asseŵďlǇ ǁiƌiŶg laǇout issue aŶd eŶgiŶeeƌ ǁill ŵoƌe fleǆiďle to aƌƌaŶge the 
eƋuipŵeŶts.

Simple & Easy your design

DINRail Series

500VA / 300W 1000VA / 600W 

DINRail 500 DINRail 1000

 Line Mode

 BatteƌǇ Mode

DC Start

TRANSFER TIME

BATTERY

ϭϮVDC ϭϮVDC
INDICATOR

INTERFACE

Ϯ.ϴKg ϯ.ϮKg

MODEL

CAPACITY

ϱϬHz / ϲϬHz  Auto SeŶsiŶg 

NoŵiŶal Voltage

FƌeƋueŶĐǇ RaŶge  ϲϯHz ~ ϰϬHz

Line Low Transfer ϭϳϬVaĐ ± ϱ%

AĐĐeptaďle Voltage RaŶge ϭϳϬ ~ ϮϳϬ VAC

PHYSICAL

DiŵeŶsioŶs,;WǆHǆDͿŵŵ 

Net Weight;KgsͿ 

OpeƌatioŶ Teŵpeƌatuƌe Ϭ-ϰϬ°C ; ϯϮ-ϭϬϰ°F  

Relatiǀe HuŵiditǇ Ϭ-ϵϬ% ŶoŶ-doŶdeŶsiŶg

LED AC Mode;CoŶtiŶuouslǇ Ϳ, IŶǀeƌteƌ Mode;FlashͿ

ϮϱϬ ǆ ϭϯϱ ǆ ϭϭϱ

UPS Fault

INPUT

ϮϳϬVaĐ ± ϱ%

CoŵŵuŶiĐatioŶ poƌt RS-ϰϴϱ

Typical Ϯ-ϲ ŵs ; ϭϬŵs ŵaǆ Ϳ.

BatteƌǇ Voltage

FƌeƋueŶĐǇ

ϮϮϬVAC/ϮϯϬVAC/ϮϰϬVAC

Line High Transfer

Short Circuit
PƌoteĐtioŶ Electronic Circuit

OUTPUT

Line Low Return ϭϴϬVaĐ ± ϱ% 

AUDIBLE ALARM

CoŶtiŶuouslǇ  SouŶdiŶg

Loǁ BatteƌǇ Sounding every second

ENVIRONMENT

Circuit Breaker

Cold Start Yes

BatteƌǇ  Mode SouŶdiŶg eƌeƌǇ ϳ seĐoŶds

ϮϲϬVaĐ ± ϱ% Line High Return

ϮϮϬVAC/ϮϯϬVAC/ϮϰϬVACVoltage

 Pure Sine waveWaveform

PƌoduĐt speĐifiĐatioŶs aƌe suďjeĐt to ĐhaŶge ǁithout fuƌtheƌ ŶotiĐe

TECHNICAL SPECIFICATIONS

Dimension information

500VA

1000VA 

ϳ.ϱϬϭϮ.Ϭ ϰ.ϱϮ

ϭ.ϭϳϰ.ϰϳ Ϭ.ϭϭ

ϱϬ.Ϯϱ

ϭϮ.Ϭ

 Backup Time Table for DINRail Series

Backup Time with Load (Min)

50 % 75% 100 %25 %
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131.5mm

250mm

122.6mm

Max 142mm

Max 280mm Max 280mm

Max140mm

137-0370 137-0373



23.2                9.8               5.6                 2.95


