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Description

Housing: Complete with 2 x Cat.6A RJ45 Keystone, IP67 strip for patch cable IP67 (K8670.x) and 2 x cable glands
M16
Housing entry: 2 x cable glands M16 for data cable (reference Cat.7 UC900)
Housing outlet: 2 x Cat.6A RJ45 Keystone with IP67 strip
Plastic housing
Dimension W x H x D: 80 x 45 x 110 mm

Recommended Patch Cable: K8670.x

General data
Category 6A (TIA)
Flush-mounted installation/build in installation False
Duct installation False
Surface mounted True
Floor box/sub-floor mounted False
Type of fastening screws
Type of connector RJ45 8(8)
Connector housing -
Material connector of connector housing plastic
Connection type LSA
Shielded buses True
Shielded housing True
Separate earthing connection False
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General data
With label space False
Separate strain relief False
Mounting method shielding connection -
Outlet direction straight
With dust cover True
Degree of protection (IP) IP67
Mechanical coding False
Colour coding True

Available variants

Article no. Title
53730.1V2 IP67 Distribution Box with 2xRJ45 Ports, Cat.6A, 2xM16 couplings

accessory
K8670.5 RJ45 Patch cable S/FTP, Cat.6A, IP67/TM21 / TM21, PUR, for 53730.1V2
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