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WARNING 
This symbol indicates that dangerous voltage constituting a risk of electric 
shock is present within this unit. 
This symbol indicates that there are important operating and maintenance 
instructions in the literature accompanying this unit. 
1. FOR OUTDOOR USE: 
To reduce the risk of fire or electric shock, do not expose this apparatus to rain or 
moisture. 
2. UNDER WET LOCATION: 
Apparatus should not be exposed to dripping or splashing and no objects filled with 
liquids, such as vases should be placed on the apparatus. 
3. SERVICE INSTRUCTIONS: 
CAUTION - These servicing instructions are for use by qualified service personnel 
only. To reduce the risk of electric shock, do not perform any servicing other than 
that contained in the operating instructions unless you are qualified to do so. 

 
 
 
 
 
 
 
 
 

  
 

 



Description 

With high SPL and all-weather design, it provides an ideal audio solution for outdoor 
public areas where surveillance cameras have been widely applied, but lack of real- 

time interference through recorded messages or speaking to he sites to prevent or 
stop any unexpected events. 

 

 

Features 
Strong and intelligible sound effect 
IP66 water-proof design 

Built-in high efficiency Class-D amplifier 

Durable ABS enclosure 

Easy and fast installation and connection 

 

 

Specification 
 
 
 
 
 
 
 
 

 

 
 
 

 
Mounting & Dimension 

1. DC Input Interface. Interface polarity: 

Input Voltage Range: DC 12V / 3A - 24V / 3A 

 
2. RJ45/POE interface. 

Note: When using a switch with POE power supply, do not supply power to 

the DC input at the same time. 

For higher output power, please separate the data and power with POE/DC 

isolator if the network switch is not allowed to be replaced. 

*The POE power supply is optional for AHP-15 
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Model 20115380 

Rated Power 30W 

Power Supply DC12V 

SPL(1W/1M) 96dB 

Max. SPL@1M 108dB 

Freq. Response 400Hz-8KHz 

Dispersion Angel 230 degrees 

Enclosure Material ABS 

Dimension 285x280x205mm 

Installation Bracket mount 

Finish White 

 


