
 

                            

 

 

 

 

 
 

 

  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

Art:20122776 

Key Features 

Wiring Diagram: 3X3 video wall  

Specifications 

 Video Input Connectors:9x HDMI Type A, 19-pin, female 

 Video Output Connectors：9x HDMI Type A, 19-pin, female 

 Audio Output Connectors:1x 5Pin Phoenix terminal plug 

 RS-232 Serial Port：1x 3Pin Phoenix terminal plug 

 IR Port:1x 3.5mm mono jack 

 FW update Port:1x Micro USB 

 Ethernet Port:1 x RJ45, female 

 Casing material：Iron 

 Power Supply: AC 110~220V 

 Product Dimensions: 438x413.7x43.4mm 
 

 

9x9 4K HDMI seamless matrix, It designed to streamline audio 

and video distribution in commercial, educational, and 

entertainment settings. Offering seamless switching up to 4K60 

4:4:4 video with zero latency, this device ensures that your 

content is always displayed at its best, while adhering to the 

latest HDMI 2.0 and HDCP 2.2 standards.  

 HDMI 2.0 18Gbps, resolution up to 4K@60Hz YUV 4:4:4 

 Seamless switch with no delay and no signal loss 

 Supports Video Wall with 17 different modes  

 Supports Multi viewer with 11 different modes 

 Supports Balance audio extraction 

 Supports EDID management 

 Support Video wall rotation 0° and 180° 

 Control via Panel Button, IR, RS232, GUI/TCP/IP 

 1x Matrix  

 1x AC 110~220V power cable 

 1x Remote Controller 

 1x Disk (User manual; Update software; Command 

list)  

HDMI Seamless matrix/multiviewer/videowall 
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